
Sr.No Model Number Make
Configuration

Serial number

1 DS-9632NI-I8 Hikvision

NVR 32 Channel – Hikvision ,Third-party network cameras supported, Up to 12 Megapixels 
resolution recording Support 2-ch HDMI, 2-ch VGA, HMDI1 at up to 
4K(3840x2160)resolution,Up to 32 IP cameras can be connected with 320Mincoming 
bandwidth,Up to 8 SATA interfaces,Support HDD hot swap with RAID0,1,5,6,10 storage 
scheme,configurable,Support various VCA detection alarm and VCA search,Support 
H.265/H.264/MPEG4 video formats

756161987

2 DS-9632NI-I8 Hikvision

NVR 32 Channel – Hikvision ,Third-party network cameras supported, Up to 12 Megapixels 
resolution recording Support 2-ch HDMI, 2-ch VGA, HMDI1 at up to 
4K(3840x2160)resolution,Up to 32 IP cameras can be connected with 320Mincoming 
bandwidth,Up to 8 SATA interfaces,Support HDD hot swap with RAID0,1,5,6,10 storage 
scheme,configurable,Support various VCA detection alarm and VCA search,Support 
H.265/H.264/MPEG4 video formats

756161955/756161979
(Removed Backup)

3 DS-9632NI-I8 Hikvision

NVR 32 Channel – Hikvision ,Third-party network cameras supported, Up to 12 Megapixels 
resolution recording Support 2-ch HDMI, 2-ch VGA, HMDI1 at up to 
4K(3840x2160)resolution,Up to 32 IP cameras can be connected with 320Mincoming 
bandwidth,Up to 8 SATA interfaces,Support HDD hot swap with RAID0,1,5,6,10 storage 
scheme,configurable,Support various VCA detection alarm and VCA search,Support 
H.265/H.264/MPEG4 video formats

756161971/765662827

4 DS-9632NI-I8 Hikvision

NVR 32 Channel – Hikvision ,Third-party network cameras supported, Up to 12 Megapixels 
resolution recording Support 2-ch HDMI, 2-ch VGA, HMDI1 at up to 
4K(3840x2160)resolution,Up to 32 IP cameras can be connected with 320Mincoming 
bandwidth,Up to 8 SATA interfaces,Support HDD hot swap with RAID0,1,5,6,10 storage 
scheme,configurable,Support various VCA detection alarm and VCA search,Support 
H.265/H.264/MPEG4 video formats

756161977

5 DS-9632NI-I8 Hikvision

NVR 32 Channel – Hikvision ,Third-party network cameras supported, Up to 12 Megapixels 
resolution recording Support 2-ch HDMI, 2-ch VGA, HMDI1 at up to 
4K(3840x2160)resolution,Up to 32 IP cameras can be connected with 320Mincoming 
bandwidth,Up to 8 SATA interfaces,Support HDD hot swap with RAID0,1,5,6,10 storage 
scheme,configurable,Support various VCA detection alarm and VCA search,Support 
H.265/H.264/MPEG4 video formats

711510619

6 DS-9632NI-I8 Hikvision

NVR 32 Channel – Hikvision ,Third-party network cameras supported, Up to 12 Megapixels 
resolution recording Support 2-ch HDMI, 2-ch VGA, HMDI1 at up to 
4K(3840x2160)resolution,Up to 32 IP cameras can be connected with 320Mincoming 
bandwidth,Up to 8 SATA interfaces,Support HDD hot swap with RAID0,1,5,6,10 storage 
scheme,configurable,Support various VCA detection alarm and VCA search,Support 
H.265/H.264/MPEG4 video formats

627700331/813964158



7  HIKVISION DS-9664NI-I8

64 channel  NVR with 8 SATA with one Hot spare,Make : HIKVISION  DS-9664NI-I8, Dual-OS 
design to ensure high reliability of system running,HDD hot swap with RAID0, RAID1, 
RAID5, And RAID10 storage scheme configurable, H.265/H.264+/H.264/MPEG4 video 
formats , Up to 64IP cameras can be connected, Recording at up to 12 MP resolution, 
HDMI1/VGA1 and HDMI2/VGA2 outputs provided, Up to 8 SATA interfaces and 1 eSATA, 
interface connectable for recording and backup, 2self-adaptive 10M/100M/1000M 

C04896799/C04896799
/C35384446

8  HIKVISION DS-9664NI-I8

64 channel  NVR with 8 SATA with one Hot spare,Make : HIKVISION  DS-9664NI-I8, Dual-OS 
design to ensure high reliability of system running,HDD hot swap with RAID0, RAID1, 
RAID5, And RAID10 storage scheme configurable, H.265/H.264+/H.264/MPEG4 video 
formats , Up to 64IP cameras can be connected, Recording at up to 12 MP resolution, 
HDMI1/VGA1 and HDMI2/VGA2 outputs provided, Up to 8 SATA interfaces and 1 eSATA, 
interface connectable for recording and backup, 2self-adaptive 10M/100M/1000M 

C04896779

9  HIKVISION DS-9664NI-I8

64 channel  NVR with 8 SATA with one Hot spare,Make : HIKVISION  DS-9664NI-I8, Dual-OS 
design to ensure high reliability of system running,HDD hot swap with RAID0, RAID1, 
RAID5, And RAID10 storage scheme configurable, H.265/H.264+/H.264/MPEG4 video 
formats , Up to 64IP cameras can be connected, Recording at up to 12 MP resolution, 
HDMI1/VGA1 and HDMI2/VGA2 outputs provided, Up to 8 SATA interfaces and 1 eSATA, 
interface connectable for recording and backup, 2self-adaptive 10M/100M/1000M 

C04896757

10  HIKVISION DS-9664NI-I8

64 channel  NVR with 8 SATA with one Hot spare,Make : HIKVISION  DS-9664NI-I8, Dual-OS 
design to ensure high reliability of system running,HDD hot swap with RAID0, RAID1, 
RAID5, And RAID10 storage scheme configurable, H.265/H.264+/H.264/MPEG4 video 
formats , Up to 64IP cameras can be connected, Recording at up to 12 MP resolution, 
HDMI1/VGA1 and HDMI2/VGA2 outputs provided, Up to 8 SATA interfaces and 1 eSATA, 
interface connectable for recording and backup, 2self-adaptive 10M/100M/1000M 

C04896765

11  HIKVISION DS-7608NI-E2

8 channel  NVR with 2 SATA with one Hot spare,Make : DS-7608NI-
E20820160923AARR651594843WCVU, Dual-OS design to ensure high reliability of system 
running,HDD hot swap with RAID0, RAID1, RAID5, And RAID10 storage scheme 
configurable, H.264+/H.264/MPEG4 video formats , Up to 4IP cameras can be connected, 
Recording at up to 12 MP resolution, HDMI1/VGA1 and HDMI2/VGA2 outputs provided,

651594843



Full Serial Number Channel Primary IP Address Secondary IP Address User Name Password Vendor Waranty Invoice Number

DS-9632NI-
I81620170502CCRR7561

61987WCVU
32 192.168.3.10 192.168.20.10 admin Sms@123456 Expert Infotech One year 220/2017-18/XCOM

DS-9632NI-
I81620170502CCRR7561

61955WCVU
32 192.168.3.11 192.168.20.11 Sms@123456 Expert Infotech One year 220/2017-18/XCOM

DS-9632NI-
I81620170517CCRR7656

62827WCVU
32 192.168.3.12 192.168.20.12 Sms@123456 Expert Infotech One year 220/2017-18/XCOM

DS-9632NI-
I81620170502CCRR7561

61977WCVU
32 192.168.3.13 192.168.20.13 Sms@123456 Expert Infotech One year 220/2017-18/XCOM

DS-9632NI-
I81620170119CCRR7115

10619WCVU
32 192.168.3.14 192.168.20.14 Sms@123456 Expert Infotech One year 220/2017-18/XCOM

DS-9632NI-
I81620170809CCRR8139

64158WCVU
32 192.168.3.15 192.168.20.15 Sms@123456 Expert Infotech One year 220/2017-18/XCOM



DS-9664NI-
I81620180719CCRRC353

84446WCVU
64 192.168.3.16 192.168.20.16 admin Sms@123456 Expert Infotech 2 Years 368

DS-9664NI-
I81620180127CCRRC048

96779WCVU
64 192.168.3.17 192.168.20.17 admin Sms@123456 Expert Infotech 2 Years 368

DS-9664NI-
I81620180127CCRRC048

96757WCVU
64 192.168.3.18 192.168.20.18 admin Sms@123456 Expert Infotech 2 Years 368

DS-9664NI-
I81620180127CCRRC048

96765WCVU
64 192.168.3.19 192.168.20.19 admin Sms@123456 Expert Infotech 2 Years 368

DS-7608NI-
E20820160923AARR651

594843WCVU
4 192.168.3.20 Na admin admin@123

Integrated Computers

2 Years

IC/16-17/1408



Purchase AY Invoice date Price NVR Number KVM Port
Back Side USB 
Status

Aten Swtich 
Status

Ay2017 to AY2018 29-06-2017 47971 NVR1 Port No 3 Not Working Not Working

Ay2017 to AY2018 29-06-2017 47971 NVR2 Port No 4 Working Not Working

Ay2017 to AY2018 29-06-2017 47971 NVR3 Port No 6 Working Working

Ay2017 to AY2018 29-06-2017 47971 NVR4 Port No 1 Not Working Not Working

Ay2017 to AY2018 29-06-2017 47971 NVR5 Port No 5 Not Working Not Working

Ay2017 to AY2018 29-06-2017 47971 NVR6 Port No 2 Working Not Working



Ay2018 to AY2019 11-07-2018 73887 NVR7 Port No 7 Working Working

Ay2018 to AY2019 11-07-2018 73887 NVR8 Port No 8 Working Not Working

Ay2018 to AY2019 11-07-2018 73887 NVR9 Port No 9 Working Not Working

Ay2018 to AY2019 11-07-2018 73887 NVR10 Port No 10 Working Working

Before Ay2016 to Ay2017 04-03-2017 4850 NVR11

Working Working


